
©2026-2027 | Locquet Power & Light BV| All rights reserved | The images shown may differ from the actual product. 
Specifi cations are subject to change without prior notice.

LOCQUET POWER & LIGHT BV    ••    Karreweg 139A, 9770 Kruisem    ••    T 0032 (0)9 388 80 85    ••    power@locquet.com
www.locquet.com

HYBRID POWER
Battery Pack 90/170

Code: BATPACK 90/170

Battery Pack 90/170
Ideal for cycling applications, such as:

► Pumps

► Groundwater drainage

► Site power supply units or power supply parks

► Longer periods of low consumption

► EV charging: AC or DC

Specifi cations

RELAY power 250A

Peak power (5s) 120 kW + mains power

Cont. power from battery 90 kVA

Total kWh 175 kWh

Usable kWh 153 kWh

Battery(ies) Lithium LFP

Solar input optional

Dimensions (WxLxH) 250 x 115 x 220 cm

Weight 2.970 kg

IN 1x 125A CEE 400V
1x Powerlock 250A

OUT

2x 16A CEE 230V
1x 32A CEE 400V
1x 63A CEE 400V
1x 125A CEE 400V
1x Powerlock 250A

► DC Charging
- 3 hours of DC charging 50 kW
- 3 hours of DC charging 120 kW in 
combination with125A mains power

► Site power supply
Power supply for night-time operations

► Tower crane
12T tower crane + power supply for night-time 
operations via a 40A mains supply

Use cases

Option(s)

Battery Pack 90/170
with DC Charger 50



