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Code: CHARGE 1DC50

Locq ‘n Load Charger 50 DC
Compact DC hypercharger, ideal as a buffer solution for 
charging electric vehicles, meeting the night-time power 
requirements of construction site accommodation, etc.

► Can charge two vehicles simultaneously at 1 × 50 
kW or 2 × 25 kW

► Integrated cable management

► Mounted on the chassis of a Battery Pack 90/170

► Fitted with overload protection and residual 
current circuit breakers

MOBILE EV CHARGING
Locq ‘n Load Charger 50 DC

Charging point(s) 1x 50 kW DC
or 2x 25 kW DC in parallel

Dimensions (LxWxH)
Mounted on a Battery Pack 
90/170, standalone version 

available on request

OUT 2x DC sockets + 4m cable

Locq ‘n Load SMART LINE

The Locq ’n Load Smart Line range combines ease of use, 
safety and smart charging features in a comprehensive solution.

Thanks to its comprehensive standard equipment and intelligent 
power distribution, this charging solution is immediately ready 
for use in a professional environment.

► Fully equipped
Includes a modem, a SIM card and a 63 A connection 
plug.

► Safe charging
Protection via a Type B residual current device (RCD) 
per charger, load balancing and RFID.

► Smart management and payments
Billing and an overview of charges via the Smappee 
portal; payments by VISA card (or other cards) for 
public charging. Optional current measurement at the 
source for optimal use of available power.
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